
ELECTRICAL SAFETY 
AFOSH STD 91-501, Chapter 8 

 
 
 

1.  Are electrical receptacles and cover plates free from cracks and secured in place?  
(Reference 8.3.) 
 
2.  Do receptacles located in damp or wet locations meet the requirements of the NEC 
and are they protected by ground fault circuit interrupters?  (Reference 8.3.3) 
 
3.  Is the use of multiple plug adapters not allowed in order to prevent overloading 
electrical circuits?  (Reference 8.3.) 
 
4.  Are electrical extension cords not used as a substitute for fixed wiring?  (Reference 
8.5.1.) 
 
5.  Are electrical extension cords not run through holes in ceilings, walls, floors, 
doorways, windows, or similar openings?  (Reference 8.5.1.) 
 
6.  Are electrical extension cords not taped, tacked, or stapled to building surfaces?  
(Reference 8.5.1.) 
 
7.  Are electrical extension cords kept to a minimum and when used, are they placed 
where they do not create a hazard or will be subject to damage?  (Reference 8.5.1.) 
 
8.  Are cords that show signs of fraying, cracking, wearing, or damage removed from 
service?  (Reference 8.5.1.) 
 
9.  Unless the purpose is evident, are circuit breakers and fuse boxes legibly marked to 
indicate their purpose?  (Reference 8.6.) 
 
10.  Are circuit breakers, disconnect switches and fuses located so that they are not 
exposed to physical damage or in the vicinity of easily ignitable material?  (Reference 
8.6.2.) 
 
11.  Are electrical outlets, switches, and junction boxes in good condition and free of 
defects to include the covering of all unused openings, in order to guard live parts?  
(Reference 8.7.) 
 
12.  Do workers remove jewelry such as rings, earrings, bracelets, and watches, and 
secure metal framed eyeglasses with a band or cord when they work on or near live 
electrical equipment?  (Reference 8.9.) 
 



13.  Are only qualified operators who are designated in writing by the supervisor allowed 
to work on electrical installations and equipment?  (Reference 8.10.1.) 

14.  Is emergency equipment provided at each operating location where personnel are 
exposed to high voltage (600 volts, nominal or more)?  (Reference 8.13.) 

15.  Are machines guarded to protect workers during undervoltage situations so that in 
the event of power interruption the machine will not automatically resume operation 
without action by the operator?  (Reference 8.16.)   

16.  Are equipment interlocks working properly and not disconnected or bypassed by 
operators where interlocks are installed for safety reasons?  (Reference 8.18.2.) 
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1.  Are refrigerators, microwaves, and other appliances plugged into dedicated wall 
outlets?  (Reference Atch 11, A11.5) 

2.  Are space heaters listed by an approving agency and have a safety tip-over switch; 
plugged into wall outlets and not into extension cords, modular furniture, or power strips; 
unplugged at the end of the duty day; and not used within 3 feet of combustible 
materials?  (Reference Atch 11, A11.7) 

3.  Are circuit breaker panels clear of materials, furniture, or equipment within 36 inches?  
(Atch 15, A15.9) 

4.  Are circuit breakers free of tape, wire, or other method to keep them in the “ON” 
position?  (Atch 15, A15.14) 

 

 


